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` . Names of the Various Parts 


Zoomin қ 
mane Exposure Indicator 


Speed Dial , 


, Exposure 
Indicator 


Avto-Manval Zooming 
Е Dial 
| F.P.S. Dial 
Release Hole 
Shutter 


Shutter Lock 
Dial. 


Spring Motor Ratchet 


u 


) 
и x 


View Finder Eye-Piece 
Rewind Lever 


| Rewind Button 
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Tripod 
Socket 
of Auto- 
Grip 


Lock Knob 


Rewind 
Footage 
Indicator 
Film Footoge Counter 


Monvol E 
Zooming Lever a 
Film Gate 


Filter Dial 4 


Film Pressure Plate 


Film Toke-up-Spcol 
Spindle 


Type ......... Spool-loading 

Lens ......... Built-in zoom lens consisting of 8 groups and 11 layers. F/B, 
s variable focal length, f : 10-30 mm, zooming ratio 1: 3. 

Finder .. ..Single-eyo reflex (half-mirror prism), real image finder, split-image 


focusing, variable field of vision. 
Filters ........ Type А, UV buiit-in. 
Zooming System Automatic pushbutton 15 sec 19:30 mm o ETD nnl. or manual 200mIng. 
i | 


Spa alae ae | у | 16 | 24 | 32) | 48 | frames per second 
1/20 | 117 | uso | 1135 1/50 | 1/70 | 1/100 | sec 


Shutter... ... <. Continuous run, lock ond single-frame exposure. Sel{-timer ond pistot 


grip attachable. 
Aperture ......160° ` 
Electric eye either fully automatic or manual setting possible. 
Range of film sensitivity : ASA 10, 16, 25, 32, 40 ,100 (Gold spot) 
DIN 11, 13, 15, 16, v. 21 
Arrow warning of over ‘or under exposure built-in the finder, 


Drive .... +++» Spring-driven motor (9.1 feet-45 sec, continuous exposure possible) 
Rewinding ..... Equipped with rewind film counter and rewind lover. 
Film Counter. . . . 0-25 feet accumulative counter. 

[M Returns to start automatically when door of camera is Opened, 
SiO tag EOS 55.5 х 122.5 Х 136 тт. 


1,580 gr. (Body), 350 gr. (Autogrip) 
€ 


Just push the button and your Sankyo 8-Z 
does the rest. The йде of real automation 
in 8mm photography hos arrived. Тһе 
Sonkyo 8-2 zooms automatically trom 10- 
30mm. when you press the button. The 
real fascination of power zooming lies in 
the fact that you can zoom from an object 
in the distance 10 one close up swiftly and 
automatically and the 8-Z's single-lens re- 
flex-type finder allows you to view occur-.- 


ately any type з subject. A 


Special Features 

nell 

1. Built-in power controlled zoom that works at the press of a button. 

2. Built-in, fully automatic exposure meter. Just aim and shoot. The 
camera itself will select the proper exposure. 

3. The lens is а built-in, 1/1.8 zoom lens {10-30 тт.) which gives 
high resolution and good controst and may be used for 
telescopic and wide angle shots. 

4. The finder is a The lens reflex, half-mirror prism type which 
allows you to film exactly what you see. 

5. Тһе lens is so constructed that focusing is on a " split-image " 
principle, enabling you to always maintain accurate focus. 

6. A rewind mechanism permits overlap. 


7. A folding grip can be attached for fost, sure candid shots- 


— 


Loading 


First, wind up the spring motor. 


To open the camera, turn the lock knob 
counter-clockwise. When the camera is 
opened, the film counter will automatically 
return. to “ Start iSi". 


3. 


4. 


$. 


Remove the colored toko-up spool and 
insert the end of the him into the slot 


"with the emulsion side in. Wind a few 


turns of film onto the spool. 


Thread the film through the film gate with 
pulling the pressure plate towards you 
end be sure that the emulsion side is 
towards the lens. Then fit the spools onto 
their respective spindles as shown in the 
picture. Be sure the film follows the 
arrows, which indicate the exact path, 
on the inside plate. 


Press ihe shutier release button briefly 
and, after making sure the film is feeding 
properly, shut the comera door, Then press 
the shutter release once more and hold it 
until the film counter moves from 5 10 О, 
The camera is now loaded and ready to 
shoot. 


When the first 7:5 т (25 ft) of the film have been used up, let the comera run, until the 
Е mark of the film counter oppeors. One side of the film hos been exposed and token 
ур on the bottom spool. To use the other edge of the film, the spools must now be switched. 
First, open the comera and remove both spools. Turn the colored Sankyo spool over and 


put it onthe top spindle. Then put jhe empty black spool on the bottom spool and thread 


the film the some way as before. 


В тт біт is run through the comara twice, once for both edges. One reel of film is 16 
mm wide and 7.5 т (25 ft) long. The film is exposed twice, 8 mm of its width at a time 
зо thot its length is 15 т (50 N. However, in practice, the ends of the film become ex- 
posed when it is loaded so its eflective length is 9.6m 12210. When the film hos been 
exposed, it is sent 10 the company for developing where it is cut in half lengthwise ond 
wound on a bigger reel. Only alter this is done, сап „it be projected. А reel of 8mm 
film lasts about 4 minutes on the screen and this is equal to 30m of 16mm film so that 
8тт film is very economical, making it possible for everyone 10 enjoy the thrill of toking 


their own movies. 


Tolol length of the film 9, бт 


Available length of filming 7. 5т Х 2 


бСаввапопоососооорогс 


_ е 


Leader: im leader: 1т 


The Sankyo Zoom Lens 


The Thrill of 


“Whom! Awey from the nto the foreground comes the face 


‘of the straining out-fielde! zoom photog mits shots like this. А 


The Sankyo 8-2 has ЫЛ роуег zoom thot is ted by simply pressing û button. 
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Explanation 
of the 
Sankyo 


Zoom Lens 


* Just push the button when you want to 


' zoom. 


T is telescopic, W is wide-angle. When 
the button is released, the camera ceases 
zooming so thet scene can be kept to any 
proportions desired. The zooming action, 
from 10-30 mm lor the other way) lasts 5 
seconds (at 16 f.p.s.). The head of the "МУ" 
button is recessed so thot И is impossible 


10 make on error when zooming. 


То get the full zoom effect, without incurring опу worry of parallax, it is necessary to 
compose quickly. The finder of the Sankyo 8-2 lens meets these requirements fully since 
it is a single lens reflex octual-image type finder. This means that а portion of the light 
which comes in through the lens is sent by means of o half-mirror prism directly to the 
finder. The prism is located in front of the aperture so that the omount of light passing 
into the finder is not affected Бу the size of the aperture and the image does not be- 
come dark. The prism is coated so thot retraction is good and it is easy to see. In the 
Center of the finder, there is а round " split-image " portion so that when the camera is: 
focussed, the subject is not split but unified, The eyepiece is turned to the left for 


distance and the right for close-up (adjustmenis from +2 


—2 diopter ore possiblel. 


A fully automatic exposure meter built in the Sankyo 8-Z makes i! necessary only 10 aim 


the camera at "ће subject |o take effective, well-exposed sequences in any given set of 


lighting conditions; no need to worry about exposure. Just leave everything 10 your 


Explanation of the Single Lens Reflex Finder Sankyo 8-7, For example, even if you're panning from а light subject Іо а dark one, the 


diaphragm will expand and contract automatically 10 give the best exposure. 


Field mosk 


Split imoge local plore 


| : Prism Visual lens 
к Right standing lens Буе lens 


o 


= Film surloce 


| 
E F Moster lens 
`a 


Movel lens 


holl mirror prism 


© Shooting with the Automatic Diaphragm 


1) Turn the “ Auto-Manuol Switch dial" and set the. letter- 


"^ Auto"! to the red mark which is stamped on the transparent 
cover of the diol, (it will lock in place with а clicking 
Sound.) With this, the comera is ready for shooting with 
automatic exposure, 
2) Determine the A.S.A. number ої the film which you аге 
using. Turn the f.p.s: dial and line up the film speed number 
to the proper A.S, A. number indicated on the face of the 


Auto-Manual dial. (The standard speed is 16 f.p.s.). With this 
Just aim it o! the subject and shoot. 


the camera is ready to use, 


3) Film sensitivity is expressed in A. S A. and De 


1. №. numbers. The Sankyo 8-7 can be set for: 


е to determine 


4) Ву reading ће exposure in ће special exposure indicator, it is possibl 


jhe correct exposure for ony given subject while you are filming it. 


&| When there їз insufficient light to take successful. shots, the yellow. indicator in 


the upper part of the finder window will change 10 а black indicator in this case you 
can not take pictures. 


4) While shooting, do’ not aim the camera directly ot the sun or inadvertently cover the 


exposure meter window with the fingers. 
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When you wish to photograph the subject using 
а special exposure, turn the Auto-Monual dial 
to the “Manual " position, Then, the f.p.s. 
dial chonges it's role complotely. 

Turn the f.p.s. diol until the indicator in the 
Exposure Meter Window is at the desired 


exposure. 


The spring motor rotcher is wound clockwise. 


When fully wound, Из capacity is 9 feet so 


that ot the stondard speed of 16 (гра. continu- 
ous shots totoling 45 seconds con be token. 
This is о great improvement over 8 тт cine 
comeros. When the comera is not looded, keep 


it unwound. 


Shutter Button 


The action of the shutter button reads: run (В), lock IL) and single frame exposure (5) 
and the dial may be turned 10 any setting desired. When not taking pictures, the 
shutter button can be locked by turning the dial to (0), so that even if the shutter release 
button is accidentally pushed, the shutter will not be released. This is true even when 


remote control or grip is being used, The socket in the center of the release button is 


for the self-timer. 


| 
! 


b while shooting. 


з 


4 


The speed diol is located on the side of the camera body and con be set on the standard 
speed of 16 f.p.s., slow-speed (8), sound movies speed (24) or the high-speed (321, (48) or 


TV-speed. Eoch speed has o click stop so thot the dial con not cccidentally be turned 
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8 f.p.s. 


To emphasize slow actions, 8 f.p. 
speed. If clouds floating in the sky are taken at this 
speed, a realistic effect is achieved. When the slow 


is a very effective 


speed is Used because of inadequate lighting, actions 
become ludicrous. Therefore, scones involving little 
action should be token in such coses. 


16 f. p. s. 


This is the standard speed ond needs little explana- 
tion. Regular sound movies are 24 f.p.s. but 8mm 


movies are 16 f.p.s. 


T. V. Speed 


A special speed is used 10 take movies from television 
screens. As long os this speed is used, the effect of 
scanning line con be avoided and good clear films 


con be obtained. 


24 f. p.s. 
When branches blowing in the wind, etc. are token 
at this speed, a truely graceful effect can be achieved. 
Other rapidly moving subjects can also be shot at 
this speed for better effects, Film taken and shown 
at 24 Гра. is very smooth and this is the bes! speed 
for sound movies, 


32, 48 f.p.s. 
To photogroph the waves clashing to the rocks or 
waterfalls, this is the best speed for maximum beouty 
48 f.p.s. permits slow motion shots which may be used 


very effectively to analyze form in sports, etc. 
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Lock Knob 


Turn the lock knob counter-clockwise to open the 
camera ond clockwise when closing it. If will lock 


itself automatically when the camera is closed all 


the way, 


Film Footage Counter 


At the rear of the comero, below the finder eye- 


piece. is located the film lootage counter which 
returns to 5 (start) automatically when the camera 
is opened. It is grgdualed in both feet and meters; 
The omount of film rewound can be precisely de- 


termined by turning |! by hand. 


y7— س‎ — se —— 


Rewinding the Film for Overlap, etc. - 


To expose the film twice or use an overlop effect, first push the rewind button upward 
| to “R”; turn the rewind lever counter-clockwise in the direction of the arrow and while 
looking at the rewind frame indicator, the necessary number of frames of film is rewound. 
One ‘ull revolution of the indicator is equal to 40 frames so that 2 revolutions equals 

GR 


“one foot. When the "біт has been rewound, return the button to the position, 


Be sure to turn the film footage counter back the amount of film you have rewound. 
* When the rewind button is not on R, the rewind lever will not turn. 
* When the button is on R, the camera cannot be closed. 


* If the spring motor is not wound up, the button will not work, 


* The Sankyo 8-Z has both a UV (ultra. 


Violet) and amber filter (Type A) built in so 


that either one may be used. 


* The 
UV filter absorbs ultra-violet rays and by its use, extremely clear mountain scenes 


‘and seascapes can be taken, 
* Th 

е amber filter is used when shooting under sun light with tungsten type (artificial 

light type) color film and when shooting at the shadowy place or on a сі 


oudy d. 
with doy light type color біт. "ку 


The amber filter used on the Sankyo 8-2 converts а color temperature of 3,500°K to 
6,0007 and has a magnifying ratio of 1.5. 


This is the same os Kodak Wri 
Ж lal тінеп No. 
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D: In order lo get the best effect, be өле 10 keep the following points in mind when using 
| the zoom lens: 


| 1, When zooming, olways begin the sequence with а 2-3 setond burst holding the comero 


оп one spot- 


2. When zooming by hand rother than Avto-Zoom, be sure 10 keep the effect smooth. 

| Do not stop in the middle ond stort vp again since this will couse 9n unsettling effect 
when viewed on the screen: 

3. As is the cose with usual Tele-photo lenses, also, jiggling the comero when using the 
telescopi¢ port of the zoom Jens will result in unsteady sequences on the screen 59 
that o tripod should be used for the best results. 

4. Overuse of ће zooming «Несі will result in a bod effect which should be avoided. 


и is probably best to limit the use of the zoom efect 19 the first and last scenes 


Қ of the film. 
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Sankyo 8-2 


at 20mm 


і Sankyo Close-Up Lens 


The Sonkyc 


^ close-up Jør the main lens 


and by using it 
to photograph objects Up 10 within 


it is possible 
"Ост (approximately |2 
Because of the по-рагоїах, i; 


j-2 ft of 


the camera, 


finder, iis easy 10 рік 
Plonis ond flowers ere, 


'ograph titles, insects, 


| 
Soft Case س‎ E; 


carrying cose is mad 
means ої the zi 


rather апа Sdn бо quickly opened 


Я Ond makes й easy 10 carry, 


and closed by 
pper: №№ protec: 


Fader 


The Sankyo fader із atta: 


hed to the ; 2 the fens Ond is used |o Produce such Special 
ELE T Bil overtop, For ES results, the cable relegsa is usedi | 
he picture, and then fold the 
body of the grip Over. Furthermore, the camera E | 
be mounted on a tripod without Temoving the grip, 


‘Shoulder Band 
The. E ond for the 8-Z has been de- 
- signed and it con also be used for o % 
wrist strap ата” makes carrying ihe 8-2 

simple. | When using the .8.Z, pass your 

hond through the loop in i Баһ апі ; 
. grosp thel Auteerip. Then adjust the size 
ct the loop around your wrist. os shown in 


the picture. 


» 1: Wind the motor. 2 l 
2. Check the sky condition (or measure the lamp-to-subject 3 

vA distance). and set the Jens according to the Exposure Guides. * 
73. Focus the camera's lens, if adjustable, 72 
_4. Make movies! Steady does it! ed 


OUTDOOR EXPOSURE GUIDE 
Use Kodachrome Film, Daylight Type, at 16 frames per second. 


INDOOR EXPOSURE GUIDE 
Use Kodachrome Film Type A, at 16 frames per second. 


> af With 4 lamps 
te EON я x 


Exposure Meter Settings and Kodak Wratten Filters ` 


Daylight — Photoflood 


Kodachrome Film, о TOT | 


See film instruction sheets, 


jg x |" EASTMAN KODAK co. M, wd 
> сай м ROCHESTER 4, М. v. 6-58 "2 


n 


ФБА | б vary CAMERA-TO-SUBIECT DISTANCE, SCENE 
LENS OPENING , FOCUS, CAMERA SPEED. LENGTHS ,AND CLOSE-UPS, WITH MEDIUM AND 
@ LENS OPENINGS: і LONG DISTANCE SHOTS; 


SMALLEST NUMBERS ARE LARGEST OPENINGS CLOSE-UP TO 6 FEET” 
@ CAMERA SPEEDS: MEDIUM DISTANCE © 25 FEET 


8 SPEEDED UP, JERKY MOTION LONG DISTANCE OVER 29 FEET 


16 NORMAL | 

32 SLOW MOTION | @ AT LEAST ONE SCENE (N EVERY FOUR SHOULD 
| 
| 
| 


| 64 EXTREME SLOW MOTION BE A CLOSE-UP 
@ KOPACHROME TL FOR DAYLIGHT: 
© ON 16 FPS AT ASA 25 REMEMBER: 
LS ALWAYS PAN SLOWLY. 


| @ KODACHRQME T,TIPE A ,FOR INDOOR : 
Ü ON 16405 AT ASA 40 (OUTDOORS ASA2S WITH PUTER) USE ZOOM LENS SPARINGLY. 


Єр INDOOR: 
LENS SETTING IS GOVERNED BY LIGHTS To 
SUBIECT DISTANCE. REMEMBER TO CHANGE LENS 

| OPENING WHEN YOU OR SUBJECT CHANGE POSITION. ^ 


| @ YoU CAN INCREASE EXPOSURE BY SETTING FILM- 
| INDEX DIAL AT A LOWER NUMBER 
| Yol CAN DECREASE EXPOSURE BY SETTING FILM- 
| “INDEX DIAL AT A HIGHER NUMBER. 
| @ NEON SIGNS AT NIGHT: 
2.8 ; FLOODLIT FOUNTAINS, WIDEST OPENING. 
@ ісе SHOWS, CIRCUSES,ETC. і 
WHITE SPOTLIGHT +. PALE «2.8 
) у PARK 1.9 з 


